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High Density (HD) CAT 6 modular
connector is just the beginning of a
complete family of (HD) products
including modular connectors,

faceplates, patch panels,
and more... @
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NEW Category 6 HD

Modular Connector
ICC’s High Density (HD) Category 6
connector is engineered to provide
superior performance and reliability.
Featuring enhanced Near-End and
Far-End Crosstalk cancellation to
reduce interference, and a low return
loss to minimize signal reflections
makes for performance that exceeds
Category 6 standards. High density
is achieved with use of a PCB design

IC1078F6WH 1C1078L6WH

IC1078F6GY IC1078F6BK and a split back 110 termination to IC1078L6GY IC1078L6BK
reduce the rear footprint.
PART NUMBER DESCRIPTION
1IC1078F6xx* 8 Position 8
Conductor,

Category 6 HD

1C1078L6BL

IC1078L6OR

IC1078F6BL IC1078F6GN IC1078L6GN

*xx = IV, WH, GY, BK, BL, GN, OR, PR, RD, YL, AL
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IC1078F60OR IC1078F6PR IC1078L6PR

ICL078F6RD IC1078F6YL IC1078L6RD IC1078L6YL
CATG HD. CAT G @

IC1078F6AL IC1078L6AL
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Installation Benefits

e Engineered and Tested to
Provide Maximum Performance

e Backward Compatible with a
Category 5e Installation

e 11 Colors Available for Easy
Circuit Identification

e Integrated Wiring Diagram for
Ease-of-Installation

NEW Category 6 EZ

Modular Connector

ICC’s EZ Category 6 connector is
engineered for superior performance
and reliability characteristics.
Featuring enhanced Near-End and
Far-End Crosstalk cancellation to
reduce interference, and a low return
loss to minimize signal reflections
makes for performance that exceeds
Category 6 standards. The PCB
design eliminates the need for split
pairs and reduces installation time.
The connector includes a one-piece
termination cap that simultaneously
terminates all 4 pairs.

PART NUMBER DESCRIPTION
IC1078L6XX* 8 Position 8
Conductor,

Category 6 EZ

*xx = IV, WH, GY, BK, BL, GN, OR, PR, RD, YL, AL
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